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State of Illinois 

Illinois Department of Transportation 
 

Addendum 
MANUAL FOR FABRICATION OF PRECAST PRESTRESSED CONCRETE PRODUCTS 

 
Effective: April 13th, 2018 
 
Section 3.6.3 
Replace the 1st paragraph and numbered list with the following: 
 
 “When a prestressed product has attained the specified strength, the earliest the product 
may be loaded, shipped, and used shall be as follows: 
 

1. Precast prestressed concrete deck beams – the 5th calendar day. 

2. Precast prestressed concrete I-beams, Bulb T-beams, and IL-beams used for single-

span bridges less than or equal to 100 feet long – the 5th calendar day. 

3. Precast prestressed concrete I-beams, Bulb T-beams, and IL-beams used for single-

span bridges greater than 100 feet long – the 46th calendar day. 

4. Precast prestressed concrete I-beams, Bulb T-beams, and IL-beams used for multi-

span bridges – the 46th calendar day.” 

 

Revisions to Appendix A: 

 

Revise page A-1 of the table of contents as follows: 

Alternate Straight Top Strand Placement for IL-Beams with G2(E) Bars (English) ... A – 28 

New: Alternate Top Flange Reinforcement for 36 in. Thru 72 in. IL-Beams (English) ........ A – 29 

Alternate Bottom Flange WWR for IL-Beams (English) ........................................A – 31 30 

WWR Placement Tolerances for 27 in. IL-Beams (English) .................................A – 29 31 

WWR Placement Tolerances for 36 in. Thru 72 in. IL-Beams (English) ................A – 30 32 

 

Revise Procedure to Remedy an Unacceptable Precast or Precast Prestressed Product at the 

Plant to add the following sentence to Step 8: 

 

 “The District will forward the remedy resolution to the District Bridge Maintenance 

Engineer—or, if a Local Agency structure, the Owner will retain a copy—to keep with the bridge 

file for this structure to ensure the condition rating inspector has access to this information.” 

 

Revise Procedure to Remedy an Unacceptable Precast or Precast Prestressed Product at the 

Jobsite to add the following sentence to Step 8: 

 

 “The District Office or Local Agency will record the remedy solution in the bridge file for 

this structure to ensure the condition rating inspector has access to this information.” 
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Add new figure, “Alternate Top Flange Reinforcement for 36 in. Thru 72 in. IL-Beams (English)”: 
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Replace figure, “WWR Placement Tolerances for 27 in. IL-Beams (English),” with the following: 
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Replace figure, “WWR Placement Tolerances for 36 in. Thru 72 in. IL-Beams (English),” with the 

following: 

 


